Hundred Kingdoms vs Spires Two Player Starter Assembly Instructions

READ THIS FIRST
BEFORE ASSEMBLING YOUR MODEL KIT PLEASE READ THROUGH THE INSTRUCTIONS IN THIS
BOOKLET CAREFULLY. A pair of plastic cutters is required to remove the plastic components in this kit from their

frame. We advise to carefully scrape mould lines using a hobby knife. To assemble your model you will need super
glue for resin parts or plastic glue for plastic parts.

SYMBOL EXPLANATION

@ Special Instruction - Please read @ Do not glue the components @ Rotate part
Variant assembly @ Detail view Gilue the component
@ Stage complete @ Repeat process

You will need:
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Hundred Kingdoms, What you get:
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Make sure to dry fit parts before gluing.

Customizability:
- Men-at-Arms/Crusaders
+ Heads and Pouches are interchangeable in all poses.

- Order of the Crimson Tower
+ Arms and Command sprue parts are interchangeable in all poses

- Longbowmen/Hunter Cadre
+ Heads and Arms are interchangeable in all poses.




Priory Commander

Order of the Crimson Tower

Pose 1
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Pose 2

Order of the Crimson Tower
Leader




Order of the Crimson Tower
Standard Bearer




Men-at-Arms / Crusaders

Single Troop Example

Longbowmen / Hunter Cadre

Single Troop Example
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Crusaders Troop

Hunter Cadre Troop
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+ For more posing examples
scan the QR code on
the Instructions cover.



Spires, What you get:

HIGH CLONE EXECUTOR DESOLATION DRONES

BB f 7
2 X Al @675
Lm/&:ﬁi §“§%g¢@®fé>afyg

SPIRH(EXR“IISMSMZMIE A MADE W POLAND.EU
—

- wr sivov wma Veva 7202 5 o X
;;a AP0

E;& AN

ws

SPIRHCEXR1121S006042022G-A SPIRDEDRR1331S020022024
x1 x3

BOUND CLONES/ONSLAUGHT DRONES
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PTERAPHON
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@ Make sure to dry fit parts before gluing.

Customizability:
- Pteraphon

+ Part No.3 is designed to fill the empty space on the model’s torso where the flying

stand is meant to attach.

- Bound Clones/Onslaught Drones
+ Heads, Arms and Command sprue parts are interchangeable in all poses




High Clone Executor

Bound Clones
Single Troop Example

+ For more posing examples
scan the QR code on
the Instructions cover.




Desolation Drones

Alternative
Head
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Right Catabolic
Node Arm

Alternative

Left Catabolic
Node Arm
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Desolation Drone



Right Catabolic
Node Arm
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Alternative Heads
3
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Left Catabolic
Node Arm

Desolation Drone

Catabolic Node Variation

.

Customizability: This kit
offers an extensive array of
customization options. All
heads can be paired with any
upper body, and all lower
bodies can be matched with
any upper body. Moreover,
all weapons are compatible
with all upper bodies, though
it’s important to note that
certain tubes are designed for
specific weapons. Achieving
the optimal poses may
require some adjustments in
positioning.




Pteraphon
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Please note that although the outer shell parts

No. 22 and No. 23 are highly adjustable, positioning
B them too low may obstruct the wings placement.
















